Vendor: CISCO

Exam Code: 642-467

Exam Name: Integrating Cisco Unified Communications Applications v8.0 (CAPPS v8.0)
QUESTION 1
If AES is required on a SIP Trunk Security Profile, which device security mode should be selected during configuration?

A. Digest Authentication
B. Encrypted
C. Non-secure
D. NULL/SHA
E. Authenticated

Answer: B

QUESTION 2
Which two of the following are functions or operations of Cisco Unified Presence? (Choose two.)

A. full-featured communications platform on a single desktop application
B. native presence services
C. collects, distributes, and aggregates user attributes and capabilities
D. call control
E. standards-based SIP, SIMPLE, and XMPP interface
F. real-time voice message notification services

Answer: CE

QUESTION 3
Which three email clients are able to access voice mail through the integration of the Cisco Unity Express infrastructure and IMAP? (Choose three.)

A. SunOne
B. Microsoft Outlook
C. Cisco Unified Presence
D. Microsoft Outlook Express
E. Lotus Notes
F. Microsoft OCS

**Answer:** BDE

**QUESTION 4**
In Cisco Unity Connection, to which three objects can a partition be assigned? (Choose Three)

A. Users
B. Distribution List
C. Route Patterns
D. Directory Numbers
E. VPIM Location
F. Hunt Pilot
G. Translation Pattern

**Answer:** ABE

**QUESTION 5**
When making changes to the Cisco Unified Presence Application Listeners, which step must be taken after the configuration changes are made?

A. Manually restart the Cisco SIP Proxy Server.
B. Manually restart the Application Listener.
C. Manually restart the Cisco Unified Presence Service.
D. Manually restart the Cisco Unified Communications Manager Services.
E. No action is required.

**Answer:** E

**QUESTION 6**
What is the system default language that is used by Cisco Unity Connection after the initial installation?
A. English (United Kingdom)
B. English (United States)
C. The default language is not set at installation and must be set after installation.
D. The default language is dependent on the license and the language files that are selected during installation
E. The default language is defined at installation and unchangeable after the initial installation.

Answer: D

QUESTION 7
You need to configure a Cisco Unity Express module to support multiple auto-attendants. How many simultaneous auto-attendants are supported and how many scripts can be stored on the Cisco Unity Express module?

A. One default and up to 8 custom auto-attendant scripts are supported, and a total of 16 scripts are stored.
B. Eight custom auto-attendant scripts are supported and a total of 9 scripts are stored.
C. One default and up to 16 custom auto-attendant scripts are supported, and a total of 17 scripts are stored.
D. One default and up to 8 custom auto-attendant scripts are supported, and a total of 9 scripts are stored.

Answer: A

QUESTION 9
What should be done after the initial configuration of the Cisco Unified Communications Manager and Cisco Unified Presence integration?

A. Restart the Cisco SIP Proxy Server.
B. Restart the Application Listener.
C. Restart the Cisco Unified Presence Service.
D. Restart the Cisco Unified Communications Manager Services.
E. No action is required.
QUESTION 10
While attempting to enable the SIP publish trunk in Cisco Unified Presence, it is observed that there is no trunk that is displayed in the drop-down list. Which previous configuration step should be verified?

A. Verify that the trunk has the correct IP address.
B. Verify that the trunk has been enabled for SIP Notify.
C. Verify that the Cisco Messaging Interface service has been started.
D. Verify that the trunk was selected in the Cisco CallManager service parameters.
E. Verify that the CUCM service was restarted after configuration.

Answer: D