Vendor: HP

Exam Code: HP2-Z18

Exam Name: Network Infrastructure AIS 2011 Delta Exam

Version: DEMO
1. You are at the manager level prompt in the CLI of an HP E3500 yl switch. Which options are available at this prompt? (Select two.)
   A. assign IP address to VLAN interface
   B. enable IP routing
   C. restart the switch
   D. disable ports
   E. update software
   **Answer:** C, E

2. Which command entered at the CLI of an HP E3500 yl switch displays dynamic information about traffic transmitted and received on each port?
   A. E3500 yl# show interface traffic
   B. E3500 yl# show interface all
   C. E3500 yl# show interface display
   D. E3500 yl# show interface dynamic
   **Answer:** C

3. When Spanning Tree Protocol is enabled, which devices receive outbound LLDP advertisements from an HP E-Series switch?
   A. those with interfaces in VLAN 1
   B. those that receive the switch’s broadcasts
   C. those that are directly connected to the switch
   D. those in the LLDP multicast group
   E. those not blocked by Spanning Tree Protocol
   **Answer:** C

4. You make configuration changes to the running configuration of your HP E3500 yl switch. Which command saves these changes to your startup configuration?
   A. save running-config
   B. copy running-config startup-config
   C. write memory
   D. write config
   **Answer:** C

5. You must update the software on an HP E3500 yl switch. Which devices can be sources for the copy command? (Select two.)
   A. USB flash drive
   B. management workstation hard drive
   C. TFTP server
   D. FTP server
   E. Compact Flash card
   **Answer:** A, C