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Question 1
What are three features present on both ICMPv4 and ICMPv6?
What are three features present on both ICMPv4 and ICMPv6? (Choose three.)
A. Connectivity tests
B. Address assignment
C. Information error messaging
D. Address resolution
E. Mobile IPv4 support
F. Multicast group management
G. Mobile IPv6 support
H. Fragmentation needed notification

Correct Answer: ACH
Explanation/Reference:
answer is reliable.

Question 2
Select and Place:
Select and Place:

Correct Answer: 

Explanation/Reference: 
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Question 3
Select and Place:
Select and Place:

Correct Answer: 

Explanation/Reference: 

Question 4
Which three statements about the ARP function are true?
Which three statements about the ARP function are true? (Choose three.)
A. ARP is used to determine an IP address.
B. An ARP request is broadcast at Layer 3.
C. An ARP response is broadcast at Layer 2.
D. ARP tables are maintained on Layer 3 devices.
E. The destination MAC address of an ARP request is that of the ARP responder.
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F. ARP requests are broadcast at Layer 2.
G. ARP resolves MAC addresses to NET addresses.
H. ARP uses 0x0806 as the Type field in an Ethernet frame.

Correct Answer: DFH
Explanation/Reference:
answer is justified.

Question 5
What is the size difference in bits between an IPv4 address and an IPv6 address?
What is the size difference in bits between an IPv4 address and an IPv6 address?
A. 128
B. 100
C. 98
D. 96
E. 32

Correct Answer: D
Explanation/Reference:
obvious answer.

Question 6
Which is a valid IPv6 Link Local address?
Which is a valid IPv6 Link Local address?
A. FF00::1
B. 224.0.0.5::1
C. FE80::1
D. FE70::1
E. 169.254.0.0/16

Correct Answer: C
Explanation/Reference:
Explanation:

Question 7
Which two options are the subnet that this IP address belongs to and the subnet broadcast IP address?
Given the IP address of 209.168.200.155/27, which two options are the subnet that this IP address belongs to and the subnet broadcast IP address? 
(Choose two.)
A. 209.168.200.64 255.255.255.224
B. 209.168.200.96 255.255.255.224
C. 209.168.200.128 255.255.255.224
D. 209.168.200.95
E. 209.168.200.127
F. 209.168.200.159

Correct Answer: CF
Explanation/Reference:
appropriate answer.

Question 8
SIMULATION
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Correct Answer: Answer: Click on PE5:
Section: Routed Network Technologies
Explanation/Reference:
Config t
Interface lo0
ipv4 address 10.5.1.1/32
ipv6 address 2001:db8:10:5:1::1/128
commit
interface gi0/0/0/0
no shut
ipv4 address 192.168.105.50/24
ipv6 address 2001:db8:192:168:105::50/64
router eigrp 1
address-family ipv4
interface loopback0
interface gi0/0/0/0
address-family ipv6
interface loopback0
interface gi0/0/0/0
commit
Verify by pinging the ipv4 and ipv6 loopback IP addresses of CE5.

Question 9
Select and Place:
Select and Place:
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Correct Answer: 

Explanation/Reference: 

Question 10
Select and Place:
Select and Place:
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Correct Answer: 

Explanation/Reference: 

Question 11
Select and Place:
Select and Place:
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Correct Answer: 

Explanation/Reference: 

Question 12
Select and Place:
Select and Place:

Correct Answer: 
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Explanation/Reference: 

Question 13
Select and Place:
Select and Place:

Correct Answer: 

Explanation/Reference: 

Question 14
Which port security violation mode results in frames from non-allowed MAC address being dropped, log message created, and SNMP trap sent?
On Cisco IOS Switches, which port security violation mode results in frames from non-allowed MAC address being dropped, log message created, 
and SNMP trap sent?
A. Protect
B. Restrict
C. Shutdown
D. Err-disabled
E. Log
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Correct Answer: B
Explanation/Reference:
Explanation:

Question 15
How many /30 subnets can be derived from a single /27 Class C subnet?
Using VLSM, how many /30 subnets can be derived from a single /27 Class C subnet?
A. 1
B. 2
C. 4
D. 8
E. 12
F. 16

Correct Answer: D
Explanation/Reference:
answer is absolutely right.

Question 16
Which option is enabled by default on Cisco IOS and IOS XE routers?
Which option is enabled by default on Cisco IOS and IOS XE routers?
A. IPv6 unicast routing
B. IPv4 unicast routing
C. IPv6 and IPv4 unicast routing
D. SSH server
E. HTTP server
F. SSH and HTTP server
G. AAA console login authentication

Correct Answer: B
Explanation/Reference:
authentic answer.

Question 17
Which SNMPv2/SNMPv3 operation is not supported in Cisco IOS XR software?
Which SNMPv2/SNMPv3 operation is not supported in Cisco IOS XR software?
A. get-bulk
B. get-request
C. inform
D. trap
E. set-request

Correct Answer: C
Explanation/Reference:
exact answer.

Question 18
Which two statements about NetFlow support on Cisco IOS XR are true?
Which two statements about NetFlow support on Cisco IOS XR are true? (Choose two.)
A. Cisco IOS XR supports NetFlow version 9 export format only.
B. NetFlow version 9 is a flexible and extensible means to carry NetFlow records from a network node to a collector.
C. IP flow is based on a set of four parameters only (source IP address, destination IP address, source port, and destination port).
D. A NetFlow flow is the bidirectional sequence of packets on a single interface.

Correct Answer: AB
Explanation/Reference:
Explanation:

Question 19
When two or more different routes exist to the same destination that have been learned from two different routing protocols, what does a router use to 
determine the best route?
When two or more different routes exist to the same destination that have been learned from two different routing protocols, what does a router use to 
determine the best route?
A. Routing protocol metric
B. Administrative distance
C. Hop count
D. Path cost
E. Local preference

Correct Answer: B
Explanation/Reference:
Explanation:
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Question 20
What is the default spanning-tree mode of an NNI port on a Cisco ME3400 switch?
What is the default spanning-tree mode of an NNI port on a Cisco ME3400 switch?
A. Multiple spanning tree (mst)
B. Per-vlan rapid spanning tree (rapid-pvst)
C. Per-vlan spanning tree (pvst)
D. IEEE 802.1D (stp)

Correct Answer: B
Explanation/Reference:
answer is specific.

Question 21
Which two applications require the network to have the least amount of jitter, delay, and packet loss?
Which two applications require the network to have the least amount of jitter, delay, and packet loss? (Choose two.)
A. FTP
B. SSH
C. VoIP
D. email
E. Cisco TelePresence
F. web browsing

Correct Answer: CE
Explanation/Reference:
Explanation:

Question 22
Which layer(s) of the TCP/IP model operates end-to-end (Host A to Host B)?
Refer to the exhibit.

Which layer(s) of the TCP/IP model operates end-to-end (Host A to Host B)?
A. Physical layer
B. Link layer
C. Transport and application layers
D. Link and internet (network) layers
E. Physical and link layers

Correct Answer: C
Explanation/Reference:
Explanation:

Question 23
Which three statements correctly describe DSL-based Internet services for residential users?
Which three statements correctly describe DSL-based Internet services for residential users? (Choose three.)
A. Most residential deployments use PPPoE encapsulation where the end user PC or the DSL CPE will require a PPP username and password 
configuration.
B. Most residential deployments use PPPoA encapsulation where the DSL CPE device needs to provide Layer 3 routing functions.
C. The most commonly installed DSL variant for residential deployments is ADSL.
D. The most commonly installed DSL variant for residential deployments is SDSL.
E. The most commonly installed DSL variant for residential deployments is HDSL.
F. At the DSL service provider location, a DSLAM typically is used to terminate all the PPP connections of the DSL subscribers.
G. At the DSL service provider location, a DSLAM is used to terminate and then aggregate the DSL connections over an ATM network.

Correct Answer: ACG
Explanation/Reference:
well explained answer.

Question 24
Which Cisco router feature allows multiple independent routing table instances to co-exist within the same router at the same time?
Which Cisco router feature allows multiple independent routing table instances to co-exist within the same router at the same time?
A. Virtual Contexts
B. Virtual Machines
C. VTI
D. VRF
E. VPLS
F. GRE

Correct Answer: D
Explanation/Reference:
Explanation:

Question 25
Which Layer 2 WAN protocol uses DLCI as the virtual circuit identifier?
Which Layer 2 WAN protocol uses DLCI as the virtual circuit identifier?
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A. ATM
B. PPP
C. Frame Relay
D. Packet over SONET
E. Metro Ethernet

Correct Answer: C
Explanation/Reference:
Explanation:

Question 26
Which three options are the subnet that this IP address belongs to, the host IP address range on this subnet, and the subnet broadcast IP address?
Given the IP address 172.16.170.15 255.255.224.0, which three options are the subnet that this IP address belongs to, the host IP address range on this 
subnet, and the subnet broadcast IP address? (Choose three.)
A. subnet = 172.16.160.0/19
B. subnet = 172.16.170.0/19
C. subnet = 172.16.192.0/19
D. host IP address range = 172.16.160.1 to 172.16.191.254
E. host IP address range = 172.16.170.1 to 172.16.170.254
F. host IP address range = 172.16.160.1 to 172.16.223.254
G. subnet broadcast IP address = 172.16.170.255
H. subnet broadcast IP address = 172.16.191.255
I. subnet broadcast IP address = 172.16.223.255

Correct Answer: ADH
Explanation/Reference:
Explanation:

Question 27
Which keyword did the administrator leave off of the AAA configuration?
A network administrator set-up AAA on a new router. While the TACACS server was down for
maintenance, the administrator was still unable to login with the backup password. Which keyword did the administrator leave off of the AAA 
configuration?
A. The keyword local is missing from the AAA authentication login statement.
B. The keyword local is missing from the AAA authentication exec statement.
C. The keyword default is missing from the login authentication.
D. The command line privilege level 0 is missing from the VTY configuration.

Correct Answer: B
Explanation/Reference:
Explanation:

Question 28
Which multiplexing technology has minimal impact to production traffic when changes are implemented to a live circuit?
Which multiplexing technology has minimal impact to production traffic when changes are implemented to a live circuit?
A. Dark fiber
B. DWDM
C. IPoDWDM
D. ROADM

Correct Answer: D
Explanation/Reference:
Explanation:

Question 29
What is the minimum version of DOCSIS that will support IPv6?
What is the minimum version of DOCSIS that will support IPv6?
A. Version 1
B. Version 2
C. Version 3
D. Version 3.1

Correct Answer: B
Explanation/Reference:
Explanation:

Question 30
Which command set is required to enable a remote SNMP query on an IOS-XR router?
Which command set is required to enable a remote SNMP query on an IOS-XR router?
A. control-planemanagement-planeinbandinterface allallow SNMPcommit
B. control-planemanagement-planeinbandinterface allallow SNMP
C. snmp server hostsnmp server contactsnmp-server community stringcommit
D. snmp server hostsnmp server contactsnmp-server community string

Correct Answer: A
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Explanation/Reference:
Explanation:

Question 31
What NAT feature will allow all internal devices to share the same NAT IP address?
A Network Engineer configured NAT for external access but one individual at a time can access the external network. What NAT feature will allow 
all internal devices to share the same NAT IP address?
A. Static mapping
B. Overload feature
C. NAT DHCP feature
D. Default route statement

Correct Answer: B
Explanation/Reference:
Explanation:

Question 32
Which EIGRP feature in IOS, IOS-XE, and IOS-XR will prevent the EIGRP process from automatically forming a neighbor adjacency?
Which EIGRP feature in IOS, IOS-XE, and IOS-XR will prevent the EIGRP process from automatically forming a neighbor adjacency?
A. Access-lists
B. Link speed and duplex
C. MTU Size
D. Passive interface
E. Bandwidth and delay

Correct Answer: D
Explanation/Reference:
Explanation:

Question 33
Which command would configure VLAN 5 as root?
On Switch 5, which command would configure VLAN 5 as root?
A. switch5#spanning-tree vlan 5 priority 0
B. switch5(config)#spanning-tree vlan 5 priority 61440
C. switch5(config)#spanning-tree vlan 5 root
D. switch5(config)#spanning-tree vlan 5 priority 0
E. switch5(config-if)#spanning-tree rootguard

Correct Answer: D
Explanation/Reference:
Explanation:

Question 34
What is the last usable IP address in this network and what is the subnet mask?
A network engineer has been provided subnet 209.165.202.128/27. What is the last usable IP address in this network and what is the subnet mask?
A. 209.165.202.158 and 255.255.255.224
B. 209.165.202.159 and 255.255.255.192
C. 209.165.202.158 and 255.255.255.192
D. 209.165.202.128 and 255.255.255.192
E. 209.165.202.128 and 255.255.255.224

Correct Answer: A
Explanation/Reference:
genuine answer.

Question 35
Which layer of the OSI Model does Label Distribution Protocol operate at?
Which layer of the OSI Model does Label Distribution Protocol operate at?
A. Data Link
B. Transport
C. Application
D. Presentation
E. Session
F. Network

Correct Answer: A
Explanation/Reference:
Explanation:

Question 36
What is the Cisco IOS command to export IPv6 flows to Collector 209.165.200.200/24?
What is the Cisco IOS command to export IPv6 flows to Collector 209.165.200.200/24?
A. Switch(config)#ipv6 flow-export destination 209.165.200.200 9996
B. Switch(config)#ip flow-export destination 209.165.200.200 9996
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C. Switch(config)#ip flow-export destination 209.165.200.200 255.255.255.0
D. Switch(config)#ip flow-export destination fe08::0ABC:1 9996

Correct Answer: A
Explanation/Reference:
Explanation:

Question 37
What is the Cisco recommended way to secure SNMPv2 community strings?
What is the Cisco recommended way to secure SNMPv2 community strings?
A. Configure complex community string names and avoid using default settings
B. Create multiple read/write strings to keep the attacker guessing
C. Use access-lists to limit the amount of access to the community strings
D. Use SNMPv3 to limit the amount of memory overhead

Correct Answer: C
Explanation/Reference:
Explanation:

Question 38
Which two commands are required to enter enable mode on a console port without entering a password?
Which two commands are required to enter enable mode on a console port without entering a password? (Choose two.)
A. Privilege 15
B. Input SSH
C. Line VTY 0 4
D. No login
E. Privilege 0

Correct Answer: AD
Explanation/Reference:
Explanation:

Question 39
What is the measurement of the Cisco IP SLA Operation ICMP Pather Jitter?
What is the measurement of the Cisco IP SLA Operation ICMP Pather Jitter?
A. Measures delay and jitter on networks utilizing UDP traffic
B. Measures packet loss, jitter, and delay per hop in IP networks
C. Measures round-trip delay only in UDP traffic networks
D. Measures IP networks-only round-trip delay

Correct Answer: B
Explanation/Reference:
valid answer.

Question 40
Which two commands are required to accomplish this?
Refer to the exhibit.

A new policy requires all configurations to be saved to flash and backed up to a TFTP server based off the hostname at 12:05am every day. Based 
upon the configuration, which two commands are required to accomplish this? (Choose two.)
A. kron occurrence daily-config-backup at 0:05 recurringpolicy-list backup-config
B. kron occurrence daily-config-backup at 12:05 recurringpolicy-list backup-config
C. kron policy-list backup-configcli write memorycli show running-config| redirect tftp://209.165.200.226/$h.cfg
D. kron policy-list backup-configcli write memorycli show running-config| redirect tftp://209.165.200.226/$hostname.cfg

Correct Answer: AC
Explanation/Reference:
real answer.

Question 41
What command would need to be added to NTP Client configuration shown?
Refer to the exhibit.
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Real 60
Cisco 640-875 Exam
A network administrator is setting up a new core router to be a secondary NTP server. What command would need to be added to NTP Client 
configuration shown?
A. NTP server 209.165.200.227 preferNTP server 209.165.200.226
B. NTP server 209.165.200.227NTP server 209.165.200.226 secondary
C. NTP server 209.165.200.227 preferNTP server 209.165.200.226 backup
D. NTP server 209.165.200.227NTP server 209.165.200.226 prefer

Correct Answer: A
Explanation/Reference:
Explanation:

Question 42
Which two statements about Cisco IOS XR NTP configuration are true?
Which two statements about Cisco IOS XR NTP configuration are true? (Choose two.)
A. A network device can obtain NTP time information in three ways: polling the NTP server, listening to NTP broadcasts, and listening to NTP 
multicasts.
B. NTP authentication supports MD5, SHA1, or SHA2.
C. Client mode is a peer-to-peer mode.
D. The two types of poll-based NTP associations are client mode and symmetric active mode.
E. The Cisco IOS-XR implementation of NTP supports stratum 1 service.
F. In client mode, clients can dynamically learn the NTP sever IP address by listening to the NTP server broadcasts or multicasts.

Correct Answer: AD
Explanation/Reference:
Explanation:

Question 43
Which three statements about this show output are true?
Refer to the exhibit.

Which three statements about this show output are true? (Choose three.)
A. Logging to the circular logging buffer has been disabled.
B. All severity levels messages can be logged to the terminal lines other than the console.
C. The logging facility has been set to “critical”.
D. Messages with Severity Levels 0, 1, and 2 are sent to the syslog server.
E. 169 messages have been sent to the syslog server.
Real 59
Cisco 640-875 Exam
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F. The logging buffer size is set to 8192 bytes.

Correct Answer: ABD
Explanation/Reference:
Explanation:

Question 44
How can IP SLA measurement accuracy be improved and also provide additional statistics?
Currently, a Cisco IOS XR router is configured to send IP SLA probes to a network management station that is acting as the IP SLA target device. 
How can IP SLA measurement accuracy be improved and also provide additional statistics?
A. Use ICMP echo probes instead of UDP echo probes.
B. Configure another Cisco router as the target and enable that other Cisco router for IP SLA Responder operations.
C. Increase the rate (frequency) at which a specified IP SLA operation is sent into the network.
D. Use UDP echo probes instead of ICMP echo probes and enable UDP echo service on the target network management station.
E. Enable IP SLA Responder service on the target network management station.

Correct Answer: B
Explanation/Reference:
rightful.

Question 45
Which three statements about Cisco Discovery Protocol operations on a Cisco ME3400 switch are true?
Which three statements about Cisco Discovery Protocol operations on a Cisco ME3400 switch are true? (Choose three.)
A. Cisco Discovery Protocol is enabled by default on NNI ports.
B. Cisco Discovery Protocol is enabled by default on all NNI, ENI, and UNI ports.
C. Cisco Discovery Protocol is disabled by default on ENI ports.
D. Cisco Discovery Protocol is not supported on NNI or ENI ports.
E. Cisco Discovery Protocol is not supported on UNI ports.

Correct Answer: ACE
Explanation/Reference:
finest answer.

Question 46
Which statement about this show command output is true?
Refer to the exhibit.

Which statement about this show command output is true?
A. The S78 switch is performing remote-SPAN.
B. All traffic that ports Fa0/1, Fa0/2, Fa0/3, and Fa0/4 send and receive is monitored.
C. All traffic that port Gi0/1 sends and receives is monitored.
D. The sniffer (network analyzer) should be connected to the Gi0/1 port.
E. The SPAN destination interface replicates the source interface encapsulation method.

Correct Answer: D
Explanation/Reference:
defined answer.

Question 47
Which three statements about the Cisco IOS XR task-based user authorization method are true?
Which three statements about the Cisco IOS XR task-based user authorization method are true? (Choose three.)
A. A user’s association with a particular user group links that user to a particular set of task IDs. A user that is associated with a task ID can execute 
any operation associated with that task ID.
B. Users can be assigned only to one user group.
C. Every user group is associated with one or more task groups.
D. Every task group is defined by a set of task IDs.
E. Each user is assigned a privilege level.
F. Each IOS XR CLI command is assigned a privilege level.
G. A task ID maps the IOS XR command to a privilege level.

Correct Answer: ACD
Explanation/Reference:
real answer.

Question 48
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What is the Cisco IOS command that is used to prevent the route of the incoming traffic from an unknown network?
What is the Cisco IOS command that is used to prevent the route of the incoming traffic from an unknown network?
A. Interface FastEthernet 0/0ip verify unicast source reachable-via any allow-default
B. Interface FastEthernet 0/0ip verify multicast source reachable-via any allow-default
C. Interface FastEthernet 0/0ip verify unicast destination reachable-via any allow-default
D. Interface FastEthernet 0/0ip verify multicast destination reachable-via any allow-default

Correct Answer: A
Explanation/Reference:
answer is obvious.

Question 49
Which best describes the relationship between user groups and task groups?
Which best describes the relationship between user groups and task groups?
A. User groups include task ID’s that are nested task groups.
B. Groups can be nested within other groups.
C. Tasks groups are not related to user groups.
D. Task groups are assigned to user groups to established privileged levels.

Correct Answer: D
Explanation/Reference:
proper answer.

Question 50
What is a the best way to secure the route processor on a Cisco device?
What is a the best way to secure the route processor on a Cisco device?
A. Route processor traffic control
B. Control plane quality of service
C. Control plane policing
D. Access lists

Correct Answer: C
Explanation/Reference:
actual answer.

Question 51
Which two statements are true regarding the following configuration?
Refer to the exhibit.
Which two statements are true regarding the following configuration?
A. Users are authenticated using RADIUS.
B. TACACS+ is configured for remote AAA.
C. A TACACS+ AAA server group is configured.
D. A TACACS+ server can be reached through the GigabitEthernet0/1/0/1 interface.
E. Logging is configured to the local database.

Correct Answer: BD
Explanation/Reference:
absolutely perfect answer.

Question 52
Which two statements are correct regarding routing protocol authentication?
Which two statements are correct regarding routing protocol authentication? (Choose two.)
A. MD5 authentication can only be established between Internal BGP peers.
B. Authentication can be established using keychains on one peer and MD5 hashing on the other.
C. UDP port 179 is used for BGP session authentication.
D. MD5 passwords are never sent to a peer.
E. Routers authenticate each routing update packet received.
F. BGP peers can be configured with different passwords.

Correct Answer: DE
Explanation/Reference:
upgraded answer.

Question 53
Which statement about SSH is true?
Which statement about SSH is true?
A. It is a TCP/IP transport layer protocol.
B. It uses TCP port number 22.
C. It securely encrypts Telnet.
D. It uses UDP port 23.
E. Passwords are sent in clear text.
F. It is an OSI network layer protocol.

Correct Answer: B
Explanation/Reference:
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agree with the answer.

Question 54
Which feature is used to protect the control plane of the router?
Which feature is used to protect the control plane of the router?
A. Port security
B. uRPF
C. Routing protocol authentication
D. VRF
E. SSH
F. SSL

Correct Answer: C
Explanation/Reference:
answer is straight.

Question 55
Why is the serial link in up/down status?
Refer to the exhibit.
Real 53
Cisco 640-875 Exam

Based on the configurations shown, why is the serial link in up/down status?
A. Mismatch hostnames
B. Passwords are in plain text
C. Mismatch of authentication type
D. Wrong configuration mode for command input

Correct Answer: C
Explanation/Reference:
Explanation:

Question 56
Which two commands can be used to enable LACP when configuring the interfaces for a 40 gigabit etherchannel?
Which two commands can be used to enable LACP when configuring the interfaces for a 40 gigabit etherchannel? (Choose two.)
A. switch (config-if)# channel-group 1 mode active
B. switch (config-if)# channel-group 1 mode auto
C. switch (config-if)# channel-group 1 mode desirable
D. switch (config-if)# channel-group 1 mode passive
E. switch (config-if)# channel-group 1 mode LACP

Correct Answer: AD
Explanation/Reference:
nice.

Question 57
A Passive Optical Network is a point-to-multipoint FTTx network architecture that relies on which of the following?
A Passive Optical Network is a point-to-multipoint FTTx network architecture that relies on which of the following?
A. Electrically powered optical splitters
B. Unpowered optical splitter
C. Customer optical network terminal
D. Network interface controller

Correct Answer: B
Explanation/Reference:
true answer.
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Question 58
Which component is integrated into the Cisco IPoDWDM interfaces?
Which component is integrated into the Cisco IPoDWDM interfaces?
A. ROADM
B. transponder
C. electrical cross connect
D. E-O-E converter
E. SONET/SDH controller

Correct Answer: B
Explanation/Reference:
real answer.

Question 59
Which two statements about Packet over SONET are true?
Which two statements about Packet over SONET are true? (Choose two.)
A. POS is a Layer 2 technology that uses PPP in ATM encapsulation and SONET framing.
B. The Layer 2 frame is encapsulated into a generic HDLC header (not Cisco proprietary HDLC) and placed into the appropriate SONET Payload 
Envelope.
C. The FCS field can be set to 16 bits on one end and 32 bits on the other end of a POS connection without causing any connectivity issues.
D. The Cisco POS interface supports Cisco HDLC and PPP encapsulation.
E. POS can be used in a point-to-point or point-to-multipoint environment.

Correct Answer: BD
Explanation/Reference:
sophisticated answer.

Question 60
Which four Cisco IOS configurations are necessary?
You need to enable the “local-router” serial 0/0 connection to the “remote-router” to be authenticated using the “C!sco!23” password. The password 
cannot be sent in cleartext between the two routers. The “remote-router” has already been configured with all the required configurations. Which four 
Cisco IOS configurations are necessary? (Choose four.)
A. hostname local-router
B. int s0/0encap hdlc
C. int s0/0encap ppp
D. int s0/0ppp authentication pap
E. int s0/0ppp authentication chap
F. ip domain-name test.com
G. username remote-router password C!sco!23
H. username local-router password C!sco!23

Correct Answer: ACEG
Explanation/Reference:
to the point answer.

Question 61
Which three Cisco IOS configurations must you use?
Refer to the exhibit.

Real 46
Cisco 640-875 Exam
You want to enable these three actions:
Enable the fa0/1 router’s interface to obtain its interface IP address dynamically from a DHCP server.
Enable the router to configure the next hop ip address of the default route automatically based on the DHCP response.
Enable the router to act as the DHCP server for other clients connected to the router fa0/2 interface.
Which three Cisco IOS configurations must you use? (Choose three.)
A. ip route 0.0.0.0 0.0.0.0 fa0/1
B. ip route 0.0.0.0 0.0.0.0 dhcp
C. ip dhcp excluded-address 192.168.101.1!ip dhcp pool test1network 192.168.101.0 255.255.255.0default-router 192.168.101.1dns-server 
200.165.200.101
D. ip dhcp pool test2ip local pool test2 192.168.101.2 192.168.101.254default-router 192.168.101.1dns-server 200.1665.200.101
E. int fa0/1ip address auto
F. int fa0/1ip address dhcp
G. int fa0/1ip helper-address dhcp
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Correct Answer: BCF
Explanation/Reference:
Explanation:

Question 62
Which Cisco IOS XR CLI command displays the running state of each line card (including the fan tray) on the Cisco ASR 9000 Series Router?
Which Cisco IOS XR CLI command displays the running state of each line card (including the fan tray) on the Cisco ASR 9000 Series Router?
A. RP/0/RSP0/CPU0:PE1#show platform
B. RP/0/RSP0/CPU0:PE1(admin)#show platform
C. RP/0/RSP0/CPU0:PE1#show hw-module fpd location all
D. RP/0/RSP0/CPU0:PE1(admin)#show hw-module fpd location all
E. RP/0/RSP0/CPU0:PE1#show version
F. RP/0/RSP0/CPU0:PE1(admin)#show version

Correct Answer: B
Explanation/Reference:
confirmed answer.

Question 63
Which purpose is the turboboot procedure used?
On Cisco IOS XR, for which purpose is the turboboot procedure used?
A. To boot the router into ROM Monitor mode
B. To install the IOS XR software from scratch using the ROM Monitor mode
C. To install and boot up a PIE
D. To install and boot up a SMU
E. To perform an ISSU
F. To speed up the time it takes to boot up the IOS XR router

Correct Answer: B
Explanation/Reference:
accurate.

Question 64
Which three operations is Admin mode used for?
In Cisco IOS XR, which three operations is Admin mode used for? (Choose three.)
A. Secure Domain Router management
B. Configuration-register settings
C. Hostname configuration
D. IOS XR software package upgrades
E. Interface duplex settings
F. Domain-name configuration

Correct Answer: ABD
Explanation/Reference:
actual answer.

Question 65
Which Cisco IOS XR command presents a list of all interfaces, their Layer 3 address (if configured), and the status of the interface and protocol?
Which Cisco IOS XR command presents a list of all interfaces, their Layer 3 address (if configured), and the status of the interface and protocol?
A. RP/0/RSP0/CPU0:PE1# show interface GigabitEthernet 0/0/0/1
B. RP/0/RSP0/CPU0:PE1# show controllers
C. RP/0/RSP0/CPU0:PE1(admin)# show hw-module fpd location all
D. RP/0/RSP0/CPU0:PE1(config)# show bundle
E. RP/0/RSP0/CPU0:PE1(admin)# show platform
F. RP/0/RSP0/CPU0:PE1# show ipv4 interfaces brief

Correct Answer: F
Explanation/Reference:
most suitable answer.

Question 66
Which Cisco IOS XR command displays information about statically configured routes and their corresponding interface or next-hop?
Which Cisco IOS XR command displays information about statically configured routes and their corresponding interface or next-hop?
A. show ipv4 interfaces brief
B. show route connected
C. show interfaces Loopback
D. show route static
E. show route ospf

Correct Answer: D
Explanation/Reference:
answer is upgraded.

Question 67
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Which three physical lines can provide local or remote access to a Cisco router or switch?
Which three physical lines can provide local or remote access to a Cisco router or switch? (Choose three.)
A. Console port
B. Modem port
C. Virtual terminal lines
D. Switch fabric interface
E. Aux port
F. ManagementEthernet0/RSP0/CPU0/0

Correct Answer: AEF
Explanation/Reference:
specific answer.

Question 68
Which two statements about spanning-tree operations on this port are true?
If a bridge port is in the non-designated state, which two statements about spanning-tree operations on this port are true? (Choose two.)
A. This port is in the Forwarding state.
B. This port sends BPDUs on the attached link.
C. This port has the lowest cost to the root bridge.
D. This port is considered the root port.
E. This port receives BPDUs.
F. This port is in the Blocked state.

Correct Answer: EF
Explanation/Reference:
Okay.

Question 69
Which configuration change(s) is/are needed to bring the S7 FastEthernet 0/2 interface into the up/up state?
This show output is from the S7 Cisco Metro Switch and the PE7 Cisco ASR 9000 Series Router. Which configuration change(s) is/are needed to 
bring the S7 FastEthernet 0/2 interface into the up/up state?
S7#show cdp neighbors Device ID Local Intrfce Holdtme Capability Platform Port IDPE7 Fas 0/2 163 R ASR9K Ser Gig 0/0/0/0S78 Fas 0/23 146 S I 
ME- 3400E- Fas 0/21S8 Fas 0/21 178 S I ME-3400E- Fas 0/21 *Mar 20 21:28:02.177:
%ETHCNTR-3-HALF_DUX_COLLISION_EXCEED_THRESHOLD: Collisions at FastEthernet0/2 exceed threshold. Considered as loop-
back.*Mar 20 21:28:02.177: %PM-4-ERR_DISABLE:
%LINEPROTO-5-UPDOWN: Line protocol on Interface FastEthernet0/2, changed state to down S7#show interface fa0/2FastEthernet0/2 is down, 
line protocol is down (err-disabled) Hardware is Fast Ethernet, address is e8ba.70b5.6c04 (bia e8ba.70b5.6c04) MTU 1500 bytes, BW 10000 Kbit, 
DLY 1000 usec, reliability 255/255, txload 1/255, rxload 1/255 Encapsulation ARPA, loopback not set Keepalive set (10 sec) Half-duplex, 10Mb/s, 
media type is 10/100BaseTX input flow-control is off, output flow-control is unsupported ARP type: ARPA, ARP Timeout 04:00:00 Last input 
00:00:40, output 00:00:00, output hang never Last clearing of “show interface” counters never Input queue: 0/75/0/0 (size/max/drops/flushes); Total 
output drops: 0 Queueing strategy:
Interface state transitions: 4 Hardware is GigabitEthernet, address is 4055.392f.40a8 (bia 4055.392f.40a8) Internet address is 192.168.107.70/24 MTU 
1514 bytes, BW 100000 Kbit (Max:
A. Enable loopback line on the S7 Fa0/2 interface then shut and no shut the Fa0/2 interface.
B. Enable duplex half on the PE7 Gi0/0/0/0 interface then shut and no shut the Fa0/2 interface on S7.
C. Change S7 Fa0/2 interface to duplex full and speed 100 then shut and no shut the Fa0/2 interface.
D. Just need to no shut the Fa0/2 interface on S7.
E. Just need to shut and no shut the Fa0/2 interface on S7.

Correct Answer: C
Explanation/Reference:
true answer.

Question 70
Which Cisco IOS CLI command is used to verify the speed and duplex settings on the Fa0/1 port on a Cisco switch?
Which Cisco IOS CLI command is used to verify the speed and duplex settings on the Fa0/1 port on a Cisco switch?
A. show ip interfaces fa0/1
B. show interfaces fa0/1
C. show interfaces fa0/1 switchport
D. show ip interfaces brief
E. show interfaces switchport

Correct Answer: B
Explanation/Reference:
fine.

Question 71
What two commands enable port security and allow the switch to dynamically learn the connected MAC address?
What two commands enable port security and allow the switch to dynamically learn the connected MAC address? (Choose two.)
A. switch5(config-if)#switchport port-security
B. switch5(config)#switchport port-security
C. switch5(config-if)#switchport port-security mac-address sticky
D. switch5(config)#switchport port-security mac-address sticky
E. switch5(config-if)#switchport port-security mac-address dynamic
F. switch5(config-if)#switchport port-security mac-address auto
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Correct Answer: AC
Explanation/Reference:
obvious answer.

Question 72
Which statement about STP operations is true?
Which statement about STP operations is true?
A. One root bridge exists per collision domain.
B. One root port is established per root bridge.
C. One designated port is defined per segment.
D. Non-designated ports are set in the forwarding state.
E. One root port exists per broadcast domain.

Correct Answer: C
Explanation/Reference:
nice answer.

Question 73
Which three options are the subnet that this IP address belongs to, the host IP address range on this subnet, and the subnet broadcast IP address?
Given the IP address 10.106.170.145 255.248.0.0, which three options are the subnet that this IP address belongs to, the host IP address range on this 
subnet, and the subnet broadcast IP address?
A. subnet = 10.104.0.0/13
B. subnet = 10.106.0.0/13
C. subnet = 10.112.0.0/13
D. host IP address range = 10.104.0.1 to 10.111.255.254
E. host IP address range = 10.106.0.1 to 10.106.255.254
F. host IP address range = 10.106.0.1 to 10.119.255.254
G. subnet broadcast IP address = 10.106.255.255
H. subnet broadcast IP address = 10.111.255.255
I. subnet broadcast IP address = 10.119.255.255

Correct Answer: ADH
Explanation/Reference:
accurate answer.
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