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Question 1
Which two statements about the BGP weight attribute on Cisco routers are true?
Which two statements about the BGP weight attribute on Cisco routers are true? (Choose two.)
A. It is a well-known discretionary attribute.
B. It is only locally significant.
C. Routes with higher weight are the preferred routes.
D. It is used to influence the inbound traffic from the upstream AS.
E. It is set to 100 by default.

Correct Answer: BC
Explanation/Reference:
nice.

Question 2
What configuration change can you make to cause IS-IS to select the optimal path based on the interface bandwidth?
You have just enabled IS-IS on the lab testing network. You notice that IS-IS is not using the optimal path selection based on the interface 
bandwidth. Currently, the IS-IS routing process seems to be selecting the best path based on the hop count.
What configuration change can you make to cause IS-IS to select the optimal path based on the interface bandwidth?
Real 16
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A. Enable a wide-style IS-IS metric.
B. Enable a narrow-style IS-IS metric.
C. Change the default auto-cost reference bandwidth to a higher value.
D. Change the default IS-IS metric on each of the router interfaces to better correspond to the interface bandwidth.
E. Change the interface bandwidth by using the bandwidth interface configuration mode command.

Correct Answer: D
Explanation/Reference:
Explanation: Explanation/Reference:
http://bradhedlund.com/notes/is-is/

Question 3
Which statement is true about enabling IS-IS routing and using the net command to configure the NSAP address?
Which statement is true about enabling IS-IS routing and using the net command to configure the NSAP address?
A. NSAP addresses have a fixed size of 20 bytes.
B. The NSEL must always be 00 to identify the router.
C. The area address follows the system ID field before the NSEL field.
D. An AFI of 39 indicates that the AFI is a locally administered private address.

Correct Answer: B
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/tech/tk365/technologies_white_paper09186a00800a3e6f.shtml

Question 4
Which three statements about OSPFv2 or OSPFv3 authentication are true?
Which three statements about OSPFv2 or OSPFv3 authentication are true? (Choose three.)
A. On Cisco IOS XR platforms, OSPFv3 authentication can be configured at the OSPF routing process, area, or interface level.
Real 15
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B. OSPF authentication on Cisco IOS and IOS XE platforms can be configured per area or per interface.
C. On Cisco IOS and IOS XE and IOS XR platforms, the authentication key can only be configured per interface.
D. OSPFv3 uses IPsec for authentication and encryption.
E. On Cisco IOS XR platforms, the OSPF authentication that is configured for the area overrides the authentication that is configured for the
interface.
F. On Cisco IOS and IOS XE platforms, the two OSPFv2 authentication methods that are supported are MD5 and SHA1.

Correct Answer: ABD
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/docs/ios_xr_sw/iosxr_r3.7/routing/configuration/guide/rc37ospf.html
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Question 5
Select and Place:
Select and Place:

Correct Answer: 

Explanation/Reference: 

Question 6
Topology:
Topology:

Select and Place:
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Correct Answer: 

Explanation/Reference: 

Question 7
Select and Place:
Select and Place:

Correct Answer: 

Explanation/Reference: 
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Question 8
Select and Place:
Select and Place:

Correct Answer: 

Explanation/Reference: 
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Question 9
Which three statements about MPLS LDP operations are true?
Refer to the exhibit.

Which three statements about MPLS LDP operations are true?
A. The incoming label for 10.2.10.1/32 is 16010 (which is allocated by the local router), and the Real 19
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outgoing label is 22 (as advertised by the next-hop router).
B. The 16003 and 16010 labels are learned from the 192.168.112.40 LDP neighbor.
C. The ImpNull outgoing label for the 192.168.102.0/24 network means that the outgoing label should be removed when sending packets to the 
192.168.112.40 next-hop router, when the incoming label is 16003.
D. The ImpNull outgoing label for the 192.168.102.0/24 network means that the local router has not received a label for that network from its 
neighbor.
E. The Unlabeled outgoing label for 10.10.10.100/32 indicates that a label pop is required when sending packets to the 10.10.10.1 next-hop router.
F. The outgoing label of 22 for 10.2.10.1/32 is learned from the 192.168.112.40 LDP neighbor.

Correct Answer: ACF
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/docs/ios/12_2t/12_2t2/feature/guide/ldp_221t.html

Question 10
Which statement about the benefits of MPLS PHP is true?
Which statement about the benefits of MPLS PHP is true?
Real 18
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A. PHP is implemented to increase the performance on the egress edge LSR. PHP allows the egress edge LSR to perform only one lookup to route 
the IP packet based on destination IP address and routing table.
B. PHP is implemented to increase the performance on the egress edge LSR. PHP enables the egress edge LSR to perform only one lookup based on 
the ingress label.
C. PHP is implemented to increase the performance on the egress edge LSR. PHP enables the egress edge LSR to perform two lookups, first lookup 
based on the ingress label and a second route lookup based on the destination IP address.
D. PHP is implemented to increase the performance on the LSR (P routers). PHP enables the LSR (P routers) to perform only one lookup based on 
the ingress label.
E. PHP is implemented to increase the performance on the LSR (P routers). PHP enables the LSR (P routers) to perform only one route lookup 
based on the destination IP address.
F. PHP is implemented to increase the performance on the LSR (P routers). PHP enables the LSR (P routers) to perform two lookups, first lookup 
based on the ingress label and a second route lookup based on the destination IP address.
G. PHP is implemented to increase the performance on the ingress edge LSR. PHP enables the ingress edge LSR to perform only one lookup based 
on the ingress label.
H. PHP is implemented to increase the performance on the ingress edge LSR. PHP enables the ingress edge LSR to perform two lookups, first 
lookup based on the ingress label and a second route lookup based on the destination IP address.

Correct Answer: A
Explanation/Reference:
Explanation: Explanation/Reference:
http://packet-lab.com/main/service-provider/ccip/item/89-mpls-penultimate-hop-popping.html
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Question 11
Which statement about the configuration is true?
Refer to the Cisco IOS XR configuration exhibit.

Which statement about the configuration is true?
A. This is a Level-2-only router.
B. This is a Level-1-only router.
C. The maximum IS-IS path metric is 63.
D. This router belongs to area ID 0001.
E. This configuration is missing the net configuration for the IPv6 unicast address family.

Correct Answer: D
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/tech/tk365/technologies_white_paper09186a00800a3e6f.shtml#wp39

Question 12
Which four conditions could cause this problem?
You have installed a new router and configured OSPF on it. However, this new router is not able to establish an OSPF neighbor relationship with 
the neighbor OSPF router. Which four conditions could cause this problem? (Choose four.)
A. mismatched OSPF hello/dead interval between the new router and the neighbor router
B. mismatched OSPF area ID between the new router and the neighbor router
C. mismatched OSPF authentication data between the new router and the neighbor router
D. mismatched OSPF router ID between the new router and the neighbor router
E. mismatched interface MTU between the new router and the neighbor router
F. mismatched interface bandwidth between the new router and the neighbor router

Correct Answer: ABCE
Explanation/Reference:
fine.

Question 13
The permit 172.16.32.0 0.0.15.255 access-list entry permits exactly which IP address range?
The permit 172.16.32.0 0.0.15.255 access-list entry permits exactly which IP address range?
A. 172.16.32.0 to 172.16.47.255
B. 172.16.32.0 to 172.16.48.255
C. 172.16.32.0 to 172.16.62.255
D. 172.16.32.0 to 172.16.63.255
E. 172.16.32.0 to 172.16.64.255
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F. 172.16.32.0 to 172.16.255.255

Correct Answer: A
Explanation/Reference:
okay.

Question 14
Cisco IP NGN service providers can offer multiple services to their customers by using which type of technology in their core networks?
Cisco IP NGN service providers can offer multiple services to their customers by using which type of technology in their core networks?
A. ATM
B. SONET/SDH
C. Frame Relay
D. IP/MPLS
E. PBB

Correct Answer: D
Explanation/Reference:
Explanation:

Question 15
Which type of service provider is responsible for offering backbone connectivity services to other service providers?
Which type of service provider is responsible for offering backbone connectivity services to other service providers?
A. CSP
B. TSP
C. NSP
D. ISP
E. ASP

Correct Answer: C
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/web/about/ac79/docs/wp/sp/Service_Providers_as_Cloud_Providers_IBSG.
Real 13
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Question 16
Which first-hop router redundancy protocol uses the active virtual gateway to assign a virtual MAC address to the active virtual forwarders?
Which first-hop router redundancy protocol uses the active virtual gateway to assign a virtual MAC address to the active virtual forwarders?
A. HSRP
B. VRRP
C. GLBP
D. FHRP

Correct Answer: C
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/docs/ios/12_2t/12_2t15/feature/guide/ft_glbp.html

Question 17
Which four statements about REP configurations on a Cisco ME 3400 switch port are true?
Which four statements about REP configurations on a Cisco ME 3400 switch port are true? (Choose four.)
A. The port must be an NNI type and must be in trunk mode.
B. Use the rep segment number command to enable REP on the switch port.
C. A REP segment cannot be wrapped into a ring topology. REP supports only a topology where each REP segment has two exit points via two 
edge switches.
D. The port where the segment terminates is called the edge port.
E. With REP, at least one port is always blocked in any given segment-that is, the alternate port.
F. If a failure occurs within the segment, the blocked port goes to the forwarding state after it goes through the listening state and the learning state.

Correct Answer: ABDE
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/docs/switches/metro/me3400/software/release/12.2_40_se/configurat ion/guide/swrep.html
Resilient Ethernet Protocol (REP) on the Cisco ME 3400E Ethernet Access switch. REP is a Cisco proprietary protocol that provides an alternative 
to Spanning Tree Protocol (STP) to control network loops, handle link failures, and improve convergence time. REP controls a group of ports 
connected in a segment, ensures that the segment does not create any bridging loops, and responds to link failures within the segment. REP 
provides a basis for constructing more complex networks and supports VLAN load balancing. REP Configuration Guidelines
Follow these guidelines when configuring REP:

We recommend that you begin by configuring one port and then configure the contiguous ports to minimize the number of segments and the 
number of blocked ports. If more than two ports in a segment fail when no external neighbors are configured, one port goes into a forwarding 
state for the data path to help maintain connectivity during configuration. In the show rep interface privileged EXEC command output, the Port 
Role for this port shows as Fail Logical Open; the Port Role for the other failed port shows as Fail No Ext Neighbor. When the external neighbors 
for the failed ports are configured, the ports go through the alternate port state transitions and eventually go to an open state or remain as the 
alternate port, based on the alternate port election mechanism.
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REP ports must be Layer 2 trunk ports.
Real 21
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Be careful when configuring REP through a Telnet connection. Because REP blocks all VLANs until another REP interface sends a message to 
unblock it, you might lose connectivity to the switch if you enable REP in a Telnet session that accesses the switch through the same interface. 
You cannot run REP and STP or REP and Flex Links on the same segment or interface. If you connect an STP network to the REP segment, be 
sure that the connection is at the segment edge. An STP connection that is not at the edge could cause a bridging loop because STP does not run on 
REP segments. All STP BPDUs are dropped at REP interfaces. You must configure all trunk ports in the segment with the same set of allowed 
VLANs, or a misconfigurations occurs. If REP is enabled on two ports on a switch, both ports must be either regular segment ports or edge ports.
REP ports follow these rules:
If only one port on a switch is configured in a segment, the port should be an edge port. If two ports on a switch belong to the same segment, both 
ports must be edge ports or both ports must be regular segment ports.
If two ports on a switch belong to the same segment and one is configured as an edge port and one as a regular segment port (a misconfiguration), 
the edge port is treated as a regular segment port.

REP interfaces come up in a blocked state and remains in a blocked state until notified that it is safe to unblock. You need to be aware of this to 
avoid sudden connection losses. REP sends all LSL PDUs in untagged frames on the native VLAN. The BPA message sent to the Cisco multicast 
address is sent on the administration VLAN, which is VLAN 1 by default. REP ports can not be configured as one of these port types:
SPAN destination port
Private VLAN port
Tunnel port
Access port

On a Cisco ME-3400 switch, REP ports must be network node interfaces (NNI). User-network interfaces (UNIs) cannot be REP ports.
REP is supported on EtherChannels, but not on an individual port that belongs to an EtherChannel.
There is a maximum of 64 REP segments per switch.

Question 18
How is LDP enabled on an interface?
On Cisco IOS XR software, how is LDP enabled on an interface?
A. LDP is automatically enabled globally on all interfaces, when ip cef is enabled globally.
B. LDP is enabled on each interface, using the mpls ip interface configuration command.
C. LDP is enabled on each interface, using the interface command under mpls ldp (MPLS LDP configuration mode).
D. LDP is enabled globally on all interfaces, using the mpls ldp global configuration command.
E. LDP is enabled globally on all interfaces, using the mpls ip global configuration command.

Correct Answer: C
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/docs/ios-xml/ios/mp_ldp/configuration/12-4m/mp-ldp-12-4m-book.pdf

Real 20
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Question 19
Which BGP attribute is also used for loop prevention?
Which BGP attribute is also used for loop prevention?
A. weight
B. local preference
C. MED
D. AS path

Correct Answer: D
Explanation/Reference:
Explanation: Explanation/Reference:
As RFC 4271 says, “AS loop detection is done by scanning the full AS path (as specified in the AS_PATH attribute), and checking that the 
autonomous system number of the local system does not appear in the AS path”.

Question 20
Select and Place:
Select and Place:
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Correct Answer: 

Explanation/Reference: 

Question 21
Select and Place:
Select and Place:
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Correct Answer: 

Explanation/Reference: 

Place the options in order from top to bottom:
designated
backup
root
alternate

Question 22
Which set of commands enables OSPF area 0 on the Gi0/0/0/0 interface that has an IPv4 IP address of 192.168.1.1/24?
On Cisco IOS XR software, which set of commands enables OSPF area 0 on the Gi0/0/0/0 interface that has an IPv4 IP address of 192.168.1.1/24?
A. router ospf 1
network 192.168.1.1 0.0.0.0 area 0
B. router ospf 1
network 192.168.1.1 255.255.255.255 area 0
C. router ospf 1
area 0
interface gi0/0/0/0
D. router ospfv3 1
network 192.168.1.1 0.0.0.0 area 0
E. router ospfv3 1
network 192.168.1.1 255.255.255.255 area 0
F. router ospfv3 1
area 0
network 192.168.1.0
G. router ospfv3 1 area 0
interface gi0/0/0/0

Correct Answer: C
Explanation/Reference:
most specific answer.

Question 23
What do both Carrier Grade NAT and NAT64 have in common?
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What do both Carrier Grade NAT and NAT64 have in common?
Real 96
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A. both are only used in carrier networks
B. both are used for tunneling IPv6 in an IPv4 network
C. both require the use IPv6
D. both are methods for avoiding IPv4 address exhaustion

Correct Answer: D
Explanation/Reference:
Explanation:

Question 24
Which two statements about NAT64 are true?
Which two statements about NAT64 are true? (Choose two.)
Real 5
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A. NAT64 packets traverse two IPv4 addressing domains.
B. NAT64 packets are translated two times.
C. There are two types of NAT64 (stateful or stateless).
D. NAT is performed by the CPE and also by the service provider edge router.
E. The DNS64 server embeds the IPv4 address from the DNS A record with a preconfigured IPv6 translation prefix.

Correct Answer: CE
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/prod/collateral/iosswrel/ps6537/ps6553/white_paper_c11- 676278.html
All viable translation scenarios are supported by NAT64, and therefore NAT64 is becoming the most sought translation technology. AFT using 
NAT64 technology can be achieved by either stateless or stateful means:

 Stateless NAT64, defined in RFC 6145, is a translation mechanism for algorithmically mapping IPv6 addresses to IPv4 addresses, and IPv4 
addresses to IPv6 addresses. Like NAT44, it does not maintain any bindings or session state while performing translation, and it supports both 
IPv6- initiated and IPv4-initiated communications.

 Stateful NAT64, defined in RFC 6146, is a stateful translation mechanism for translating IPv6 addresses to IPv4 addresses, and IPv4 addresses 
to IPv6 addresses. Like NAT44, it is called stateful because it creates or modifies bindings or session state while performing translation. It supports 
both IPv6-initiated and IPv4-initiated communications using static or manual mappings. DNS64, an optional component defined in RFC 6147, 
when used in conjunction with NAT64, would trick the IPv6 hosts into thinking that the IPv4 destination as an IPv6 address, by synthesizing AAAA 
(quad A) resource records from A resource records.

Question 25
Which IP addresses are matched by the permit 192.168.80.64 0.0.0.15 access-list entry?
Which IP addresses are matched by the permit 192.168.80.64 0.0.0.15 access-list entry?
A. 192.168.80.64 to 192.168.80.255
B. 192.168.80.64 to 192.168.80.96
C. 192.168.80.64 to 192.168.80.95
D. 192.168.80.64 to 192.168.80.80
E. 192.168.80.64 to 192.168.80.79

Correct Answer: E
Explanation/Reference:
particular answer.

Question 26
When configuring an ACL entry, which network and wildcard mask matches only IP addresses 10.8.144.0 to 10.8.151.255?
When configuring an ACL entry, which network and wildcard mask matches only IP addresses 10.8.144.0 to 10.8.151.255?
A. 10.8.144.0 0.0.3.255
B. 10.8.144.0 0.0.7.255
C. 10.8.144.0 0.0.15.255
D. 10.8.144.0 0.0.252.255
E. 10.8.144.0 0.0.248.255
F. 10.8.144.0 0.0.240.255
Real 3
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Correct Answer: B
Explanation/Reference:
up to date answer.

Question 27
Which file extension indicates a bootable installation file in Cisco IOS XR software?
Which file extension indicates a bootable installation file in Cisco IOS XR software?
A. .bin
B. .tar
C. .smu
D. .pie
E. .vm
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F. .mini

Correct Answer: E
Explanation/Reference:
Explanation: Explanation/Reference:

Question 28
Which procedure is used as the last resort disaster recovery procedure to completely replace the currently installed IOS XR software on Cisco IOS 
XR routers?
Which procedure is used as the last resort disaster recovery procedure to completely replace the currently installed IOS XR software on Cisco IOS 
XR routers?
A. netboot
B. turboboot
C. install recovery
D. install rollback
E. install add and install activate

Correct Answer: B
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/docs/routers/crs/software/crs_r4.0/migration/guide/tbupgapp.pdf
Real 2
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Question 29
Which spanning-tree mode uses the name command to configure a region name?
Which spanning-tree mode uses the name command to configure a region name?
A. MST
B. PVST+
C. PVRST+
D. RSTP

Correct Answer: A
Explanation/Reference:
Explanation:

Question 30
SIMULATION
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Correct Answer: Answer: Here is the solution.
Explanation/Reference:
conf t
int loopback 0
no shut
ipv4 address 10.7.1.1 255.255.255.255
ipv6 address 2001:db8:10:7:1::1/128
int Gi0/0/0/1
no shut
ipv4 address 192.168.178.70 255.255.255.0
ipv6 address 2001:DB8:192:168:178::70/64
commit
router bgp 65001
address-family ipv4 unicast
redistribute connected
neighbor 10.8.1.1
remote-as 65001
update-source loopback 0
commit
exit
address family ipv6 unicast
redistribute connected
neighbor 2001:db8:10:8:1::1
remote-as 65001
update-source loopback 0
commit

Question 31
SIMULATION
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Hot Area:

Correct Answer: 

Explanation/Reference:
Priority 32768 and MAC address e8ba.70b5.6c00
Use the “show spanning-tree mst” command on each switch to find the root port and the priority.

Question 32
SIMULATION
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Hot Area:

Correct Answer: 

Explanation/Reference:
vlan 80
Use the “show spanning-tree mst” command on each switch to see the vlans mapped to each MST.

Question 33
SIMULATION
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Hot Area:

Correct Answer: 

Explanation/Reference:
S78 port Fa0/23
Use the “show spanning-tree mst” command on each switch to find the port status that shows BLK for VLAN 70.

Question 34
SIMULATION

640-878 102 Questions Building Cisco Service Provider Next- 
Generation Networks, Part 2

http://www.aoowe.com/practice-640-878-3186.html

ht
tp
:/
/w
ww
.a
oo
we
.c
om
/



640-878 102 Questions Building Cisco Service Provider Next- 
Generation Networks, Part 2

http://www.aoowe.com/practice-640-878-3186.html

ht
tp
:/
/w
ww
.a
oo
we
.c
om
/



Hot Area:

Correct Answer: 

Explanation/Reference:
multiple spanning-tree protocol
Use the “show spanning-tree” command to see the “Spanning tree enabled protocol mstp” output.

Question 35
Select and Place:
Select and Place:

Correct Answer: 

Explanation/Reference: 
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Question 36
Select and Place:
Select and Place:

Correct Answer: 

Explanation/Reference:

Question 37
Topology Diagram:
Topology Diagram:

Select and Place:

Correct Answer: 

640-878 102 Questions Building Cisco Service Provider Next- 
Generation Networks, Part 2

http://www.aoowe.com/practice-640-878-3186.html

ht
tp
:/
/w
ww
.a
oo
we
.c
om
/



Explanation/Reference: 

Question 38
Select and Place:
Select and Place:

Correct Answer: 
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Explanation/Reference: 

Question 39
What platform is best placed as the edge device within the Cisco Service Provider Next Generation Network architecture running IOS-XE?
What platform is best placed as the edge device within the Cisco Service Provider Next Generation Network architecture running IOS-XE?
A. ASR 9000
B. Catalyst 6509
C. 2921 Router
D. C3560G
E. Catalyst 7609

Correct Answer: A
Explanation/Reference:
Explanation:

Question 40
Which IOS Software solution is used for transporting RFC 1918 networks via IPSec + GRE VPNs over the internet?
Which IOS Software solution is used for transporting RFC 1918 networks via IPSec + GRE VPNs over the internet?
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A. Dynamic Multipoint VPN
B. Group Encrypted Transport VPN
C. IPS
D. URL Filtering

Correct Answer: A
Explanation/Reference:
Explanation:

Question 41
What is the advantage of running IOS-XE individual consolidated packages versus subpackages?
What is the advantage of running IOS-XE individual consolidated packages versus subpackages?
A. decreases storage requirements
B. optimizes router memory usage
C. simplified installation
D. lowers CPU utilization

Correct Answer: B
Explanation/Reference:
answer is upgraded.

Question 42
What package provides the software for the route processor in the IOS XE Software?
What package provides the software for the route processor in the IOS XE Software?
A. RPIOS
B. ESPBase
C. RPControl
D. RPBase
E. SIP SPA

Correct Answer: D
Explanation/Reference:
Explanation:

Question 43
What command will install the image needed on the Cisco IOS-XR if the SSH configuration options are unavailable?
What command will install the image needed on the Cisco IOS-XR if the SSH configuration options are unavailable?
A. install activate disk0:c12k-k9sec.pie-4.1.2
B. install activate disk0:c12k-diags.pie-4.1.2
C. install commit disk0:c12k-diags.pie-4.1.2
D. install ssh activate disk0:c12k-k9sec.pie-4.1.2

Correct Answer: A
Explanation/Reference:
Explanation:

Question 44
Which Cisco IOS-XR command is used to unpack a package on the local router?
Which Cisco IOS-XR command is used to unpack a package on the local router?
A. install boot
B. install commit
C. install add
D. install package

Correct Answer: C
Explanation/Reference:
Explanation:

Question 45
Which command is used to review previous configuration events committed on the router?
On Cisco IOS-XR, which command is used to review previous configuration events committed on the router?
Real 93
Cisco 640-878 Exam
A. show configuration history
B. show configuration commit changes
C. show configuration commit list
D. show configuration commit failed

Correct Answer: C
Explanation/Reference:
Explanation:

Question 46
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What command is missing from the access list configuration?
Refer to the configuration snippet below. A network engineer has been tasked with implementing a security policy that prevents subnet 
209.165.202.128/27 from accessing web server 209.165.200.224. All users are now unable to access the web server. What command is missing 
from the access list configuration?
Configuration:
switch(config)#access-list 1 deny 209.165.202.128 0.0.0.31 209.165.200.224
switch(config)#interface FastEthernet 0/0
switch(config-if)# ip access-group 1 in
A. switch(config-if)#ip access-group 1 out
B. switch(config)#ip access-list 2 permit any any
C. switch#ip access-list 2 permit any any
D. switch(config)#ip access-list 1 permit any any

Correct Answer: D
Explanation/Reference:
Explanation:

Question 47
Which configuration error within an AS can cause a Cisco IOS XR router to not announce certain prefixes to its EBGP peers?
Which configuration error within an AS can cause a Cisco IOS XR router to not announce certain prefixes to its EBGP peers?
A. Some prefixes were mistagged with the no-export BGP community.
B. Some prefixes were set with a MED of 0.
C. The outbound BGP route policy has only set actions that are defined without any pass actions that are defined.
D. The inbound BGP route policy has only set actions that are defined without any pass actions that are defined.

Correct Answer: A
Explanation/Reference:
answer is suitable.

Question 48
What change is needed to ensure that router 1 is the primary IP address?
A customer has installed a second router and copied the configuration from the first router, as shown below. What change is needed to ensure that 
router 1 is the primary IP address?
Router 1
standby 1 priority 110
standby 1 preempt
Router 2
standby 1 priority 120
standby 1 preempt
A. decrease the priority on router 2 to 109
B. decrease the priority on router 1 to 109
C. remove standby 1 preempt from router 1
D. increase the priority on router 2 to 130
E. increase the priority on router 1 to 119

Correct Answer: A
Explanation/Reference:
Explanation:

Question 49
What does ‘address-family ipv4 vrf vrf-cisco’ from the configuration allow?
Refer to the exhibit.

A network engineer configured BGP PE to CE neighbor sessions with the commands shown. What does ‘address-family ipv4 vrf vrf-cisco’ from the 
configuration allow?
A. activates the advertisement of the IPv4 address family
B. defines customer’s routing context
C. specifies a network and mask to announce in VRF-Cisco
D. redistribute VRF-Cisco

Correct Answer: B

640-878 102 Questions Building Cisco Service Provider Next- 
Generation Networks, Part 2

http://www.aoowe.com/practice-640-878-3186.html

ht
tp
:/
/w
ww
.a
oo
we
.c
om
/



Explanation/Reference:
Explanation:

Question 50
What command needs to be added to advertise routes?
Refer to the exhibit.

A new customer is not receiving routes from the Provider Edge router. What command needs to be added to advertise routes?
A. route-policy (route group) in
B. route-policy (route group) out
Real 90
Cisco 640-878 Exam
C. route-map (route group) in
D. prefix-list (prefix-list) in
E. prefix-list (prefix-list) out

Correct Answer: B
Explanation/Reference:
Explanation:

Question 51
Which three are examples of a link-state routing protocols and static routing?
Which three are examples of a link-state routing protocols and static routing? (Choose three.)
A. EIGRP
B. RIP
C. OSPF
D. IS-IS
E. IP default-gateway
F. ODR
G. Proxy Arp

Correct Answer: CDE
Explanation/Reference:
Explanation:

Question 52
What is the reason for this error?
Refer to the exhibit.

A network engineer implemented these configurations. However, Intermediate System-to- Intermediate System (IS-IS) neighbors are unable to 
establish. What is the reason for this error?
A. missing router IS-IS x command
B. missing IP router IS-IS command
C. missing network mask
D. missing network statement
E. missing MTU matching value

Correct Answer: B
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Explanation/Reference:
Explanation:
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Question 53
What command is required to enable the Label Distribution Protocol on interface GigabitEthernet 0/3/0/0?
Refer to the configuration snippet below. A new IOS-XR router is being added to the network. What command is required to enable the Label 
Distribution Protocol on interface GigabitEthernet 0/3/0/0?
Configuration:
mpls ldp
router-id 209.165.200.226
A. interface GigabitEthernet0/3/0/0
Real 88
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mpls ldp
B. mpls ldp
interface GigabitEthernet0/3/0/0
C. interface GigabitEthernet0/3/0/0
ldp enable
D. ldp
interface GigabitEthernet0/3/0/0

Correct Answer: B
Explanation/Reference:
accurate answer.

Question 54
What is the foundation architecture of Cisco Next Generation Networks?
What is the foundation architecture of Cisco Next Generation Networks?
A. IP/MPLS
B. IP SLA
C. TRILL
D. REP

Correct Answer: A
Explanation/Reference:
Explanation:

Question 55
What configuration is needed in order to add OSPFv3 to the fastethernet0/0 interface?
Refer to the configuration output below. OSPFv2 is already configured on a customer router and the customer is requesting that OSPFv3 be added.
What configuration is needed in order to add OSPFv3 to the fastethernet0/0 interface?
Configuration:
ipv6 router ospf 1
router-id 209.165.200.227
area 2 nssa
interface fastethernet0/0
ip address 2001:DB8:0:7::
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A. interface FastEthernet0/0
ipv4 ospf 1 area 2
B. interface FastEthernet0/0
ipv6 ospf 1 area 2
C. interface FastEthernet0/0
ipv6 1 area 2
D. interface FastEthernet0/0
area 2 ospf 1 ipv6

Correct Answer: B
Explanation/Reference:
Explanation:

Question 56
What additional configuration is required to enable inter-VLAN routing for VLANs 10 and 20 on the Cisco ME 3400 switch using the Metro IP 
Access image?
Refer to the exhibit.
Real 85
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What additional configuration is required to enable inter-VLAN routing for VLANs 10 and 20 on the Cisco ME 3400 switch using the Metro IP 
Access image?
A. interface Fa0/1
ip address 192.168.10.1 255.255.255.0
!
interface Fa0/2
ip address 192.168.20.1 255.255.255.0
!
B. interface Fa0/1
ip address 192.168.10.1 255.255.255.0
!
interface Fa0/2
ip address 192.168.20.1 255.255.255.0
!
router eigrp 1
network 192.168.10.0
network 192.168.20.0
!
C. interface vlan 10
ip address 192.168.10.1 255.255.255.0
!
interface vlan 20
ip address 192.168.20.1 255.255.255.0
!
D. interface Fa0/1
encapsulation dot1q 10
ip address 192.168.10.1 255.255.255.0
!
interface Fa0/2
encapsulation dot1q 20
ip address 192.168.20.1 255.255.255.0
Real 86
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!

Correct Answer: C
Explanation/Reference:
Explanation:

Question 57
What additional command would need to be applied to both sides of the Q-in-Q trunk?
After configuring Q-in-Q on a new interface, the customer has requested that the IOS version and remote model also be viewable via the trunk. 
What additional command would need to be applied to both sides of the Q-in-Q trunk?
A. l2protocol-tunnel cdp
B. l2protocol-tunnel stp
C. l2protocol-tunnel vtp
D. l2protocol-tunnel lldp
E. l2protocol-tunnel odr

Correct Answer: A
Explanation/Reference:
Explanation:

Question 58
What does the command ‘rep admin vlan 100’ accomplish?
What does the command ‘rep admin vlan 100’ accomplish?
A. confines flooding of REP messages to VLAN 100
B. reserves REP admin VLAN to 100 so that no REP messages are sent on VLAN 100
C. forces VLAN 100 into a REP block state
D. this is an invalid command

Correct Answer: A
Explanation/Reference:
Explanation:
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Question 59
What is the purpose of the for PFX to PEER command?
Refer to the partial Cisco IOS-XR configuration. What is the purpose of the for PFX to PEER command?
!
mpls ldp
label
advertise
disable
for PFX to PEER
!
!
A. To selectively enable LDP peering(s) with specific neighbors
B. To selectively disable LDP peering(s) with specific neighbors
C. To perform outbound filtering for local label advertisement for one or more prefixes to one or more peers
D. To perform inbound filtering for local label advertisement for one or more prefixes from one or more peers

Correct Answer: C
Explanation/Reference:
Real 84
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Explanation:

Question 60
Which three commands are required on interface fastethernet 5/6 in order to create a trunk link between another Cisco Catalyst Switch?
Refer to the exhibit.

Which three commands are required on interface fastethernet 5/6 in order to create a trunk link between another Cisco Catalyst Switch? (Choose 
three.)
A. no shutdown
B. switchport mode trunk
C. encapsulation trunk
D. switchport trunk encapsulation dot1Q
E. switchport trunk enable
F. no switchport
G. interface fastethernet 5/6 trunk
H. switchport trunk allow dot1Q

Correct Answer: ABD
Explanation/Reference:
valid answer.

Question 61
Which two commands are required to configure an access port for both voice VLAN 20 and data VLAN 30?
Which two commands are required to configure an access port for both voice VLAN 20 and data VLAN 30? (Choose two.)
Real 82
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A. switchport mode access 30
B. switchport data vlan 30
C. switchport access data 20
D. switchport access data 30
E. switchport access vlan 30
F. switchport mode voice 20
G. switchport voice vlan 20

Correct Answer: EG
Explanation/Reference:
Explanation:

Question 62
Which command configures a switchport to connect only a host device in VLAN 301?
Which command configures a switchport to connect only a host device in VLAN 301?
A. switchport access vlan 301
B. switchport mode trunk vlan 301
C. switchport mode access vlan 301
D. switchport vlan 301

Correct Answer: A
Explanation/Reference:

640-878 102 Questions Building Cisco Service Provider Next- 
Generation Networks, Part 2

http://www.aoowe.com/practice-640-878-3186.html

ht
tp
:/
/w
ww
.a
oo
we
.c
om
/



answer is straight.

Question 63
What is most likely the problem?
A customer has created a new VLAN for the subnet that was allocated to them. Computers on the subnets can ping their default gateway, but they 
cannot ping devices in the other subnet. What is most likely the problem?
A. Firewall on the Provider Edge is blocking access
B. InterVLAN routing is not configured
C. BGP has not been configured with the Provider Edge router
D. VLAN Switched Virtual Interface is in a down state

Correct Answer: B
Explanation/Reference:
proper answer.

Question 64
Which commands will configure the spanning tree operating mode that can group multiple VLANs in a single domain?
Which commands will configure the spanning tree operating mode that can group multiple VLANs in a single domain?
A. switch(config)#spanning-tree mode pvst
B. switch(config)#spanning-tree mode rstp
Real 81
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C. switch(config)#spanning-tree mode rapid-pvst
D. switch(config)#spanning-tree mode mst
E. switch(config)#spanning-tree mode mst-plus

Correct Answer: D
Explanation/Reference:
Explanation:

Question 65
Which number range is allocated to private Autonomous Systems by the Internet Assigned Numbers Authority?
Which number range is allocated to private Autonomous Systems by the Internet Assigned Numbers Authority?
A. 65535 to 65545
B. 64535 to 64536
C. 64512 to 65535
D. 65535 to 66001
E. 63512 to 64535

Correct Answer: C
Explanation/Reference:
Explanation:

Question 66
What layer of the IP NGN Model does the Customer Element and the Carrier Ethernet exist?
What layer of the IP NGN Model does the Customer Element and the Carrier Ethernet exist?
A. Service Layer
B. Network Layer
C. Application Layer
D. Operational Layer
Real 80
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Correct Answer: B
Explanation/Reference:
Explanation:

Question 67
Which type of Service Provider is this?
A company begins offering SIP and PRI trunks to customers. Which type of Service Provider is this?
A. Managed Service Provider
B. Internet Service Provider
C. Telecommunications Service Provider
D. Distributed Networking Service Provider

Correct Answer: C
Explanation/Reference:
Explanation:

Question 68
Which layer of the OSI Model does the problem exist?
A network engineer is trying to determine the mac address of a server attached to a switchport on a Cisco Catalyst 6500 Switch. The interface is 
connected, but no MAC address is present. The server has an IP address of 169.x.x.x. At which layer of the OSI Model does the problem exist?
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A. Layer 1
B. Layer 2
C. Layer 3
D. Layer 4
E. Layer 5
F. Layer 6
G. Layer 7

Correct Answer: A
Explanation/Reference:
Explanation:

Question 69
At which three layers of the OSI model does the problem exist?
A network administrator is troubleshooting an issue whereupon they able to ping the web server, but unable to web browse to the same web server.
When the administrator telnets to the webserver on port 80, the administrator gets a connection refused message. At which three layers of the OSI 
model does the problem exist? (Choose three.)
A. Layer 1
B. Layer 2
C. Layer 3
D. Layer 4
E. Layer 5
F. Layer 6
G. Layer 7

Correct Answer: DEG
Explanation/Reference:
Explanation:
Real 79
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Question 70
Which three are correct statements based on the BGP configuration below?
Which three are correct statements based on the BGP configuration below? (Choose three.)
Router#config t
Router(config)#router bgp 1
Router(config-router)#neighbor 1.1.1.1 remote-as 1
Router(config-router)#neighbor 3.3.3.3 remote-as 2
A. local AS is 1
B. local AS is 2
C. neighbor 1.1.1.1 remote-as 1 is iBGP peer
D. neighbor 1.1.1.1 remote-as 1 is eBGP peer
E. neighbor 3.3.3.3 remote-as 2 is iBGP peer
F. neighbor 3.3.3.3 remote-as 2 is eBGP peer
G. neighbor 2.2.2.2 remote-as 2 is iBGP peer
H. neighbor 2.2.2.2 remote-as 2 is eBGP peer

Correct Answer: ACF
Explanation/Reference:
Explanation:

Question 71
What are three common problems related to sessions not establishing between iBGP neighbors?
What are three common problems related to sessions not establishing between iBGP neighbors? (Choose three.)
A. Incorrect MAC-address configured
B. Unable to reach IP
C. Network is not configured under router bgp x configuration
D. Access list
E. Firewall blocking all TCP traffic
F. Redistribution is not configured under router bgp x configuration

Correct Answer: BDE
Explanation/Reference:
Explanation:
Real 78
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Question 72
Which two statements about carrier-grade NAT are true?
Which two statements about carrier-grade NAT are true? (Choose two.)
A. It conserves IPv4 addresses.
Real 49
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B. A service provider issues private IP addresses to its customers.
C. A service provider translates the private IP address of its customer to another private IP address.
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D. It is implemented on the CE and PE routers.
E. It is designed to simplify IPv6 addressing.

Correct Answer: AB
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/docs/routers/crs/software/crs_r3.9.1/cg_nat/configuration/guide/cgc39 1cgn.html#wp1268988
Carrier Grade NAT Overview
Carrier Grade Network Address Translation (CGN) is a large scale NAT that is capable of providing private IPv4 to public IPv4 translation in the 
order of millions of translations to support several hundred thousand subscribers and bandwidth throughput of at least 10 Gbps full-duplex.
CGN is a workable solution to the IPv4 address depletion problem while offering a way for service provider subscribers and content providers to 
implement a graceful transition to IPv6. CGN employs network address and port translation (NAPT) methods to aggregate many private IP 
addresses into fewer public IPv4 addresses. For example, a single public IPv4 address with a pool of 32 K port numbers supports 320 individual 
private IP subscribers assuming each subscriber requires 100 ports (for example, each TCP connection needs one port number). A CGN requires 
IPv6 to assist with the transition from IPv4 to IPv6.

Question 73
Which two statements about the link state routing process are true?
Which two statements about the link state routing process are true? (Choose two.)
A. It uses the DUAL algorithm.
B. It uses metrics such as AS path.
C. All routers in the area have link state databases.
D. The administrative distance is 1 by default.
E. Each router in the area floods LSPs to all neighbors.

Correct Answer: CE
Explanation/Reference:
Explanation:

Question 74
Which statement is true?
Refer to the configuration example exhibit.
Real 48
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Which statement is true?
A. A trunk port has been created and VLAN has been allowed.
B. An access port has been created on a UNI.
C. A customer VLAN of 209 is configured.
D. A QinQ VLAN of 118 is configured.

Correct Answer: D
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/docs/switches/lan/catalyst4500/12.2/54sg/configuration/guide/tunnel.html#wp1026594

Question 75
Which three statements about VLAN implementation in a Layer 2 switch environment are true?
Real 47
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Which three statements about VLAN implementation in a Layer 2 switch environment are true? (Choose three.)
A. The Cisco IOS switchport access vlan interface configuration command is used to configure the native VLAN on the switch port.
B. 802.1AD supports VLAN overlap.
C. VLANs can span across multiple switches.
D. 802.1Q encapsulation is used to identify different VLANs on a trunk port.
E. Inter-VLAN routing is performed between VLAN tunnel ports.

Correct Answer: BCD
Explanation/Reference:
Explanation: Explanation/Reference:
IEEE 802.1ad[note 1] is an Ethernet networking standard informally known as IEEE 802.1QinQ and is an amendment to IEEE standard IEEE 
802.1Q-1998. The technique is also known as provider bridging, Stacked VLANs or simply QinQ or Q-in-Q.
The original 802.1Q specification allows a single VLAN header to be inserted into an Ethernet frame. QinQ allows multiple VLAN headers to be 
inserted into a single frame, an essential capability for implementing Metro Ethernet network topologies. Just as QinQ extends 802.1Q, QinQ itself 
is extended by other Metro Ethernet protocols.[specify] In a multiple VLAN header context, out of convenience the term “VLAN tag” or just “tag” 
for short is often used in place of “802.1Q VLAN header”. QinQ allows multiple VLAN tags in an Ethernet frame; together these tags constitute a 
tag stack. When used in the context of an Ethernet frame, a QinQ frame is a frame that has 2 VLAN 802.1Q headers (double-tagged).
There is a mild confusion regarding the naming because the 802.1ad standard was grown out of the 802.1QinQ protocol (which was developed 
based the trademarked method 802.1Q, with capital “Q” as a distinction instead of the 802.1q as the standardised protocol) which originally used 
0x9100 as ethernet type instead of 0x88a8. While the network industry usually mix the naming the proper, standardised name is 802.1ad which 
sometimes gets appended by the other alternative names mentioned above; the plain “802.1QinQ” name usually refers to the old standard which is 
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now considered obsolete

Question 76
Which statement about Cisco IOS XE software is true?
Which statement about Cisco IOS XE software is true?
A. It uses a two-stage configuration process.
B. It is identical in look and feel to Cisco IOS software.
C. It runs on the Cisco ASR 9010 platform.
D. Packages can be added using the install add and install activate commands.
E. It runs on the Cisco ME 3400 platform.

Correct Answer: B
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/prod/collateral/iosswrel/ps9442/ps11192/ps11194/QA_C67- 622903.html
The IOS feature set for routing and switching is unmatched in the industry, delivering functionality required for business critical applications. 
Preserving these advantages of IOS to our customers is critical for Cisco. IOS XE retains the exact same look and feel of IOS, while providing 
enhanced futureproofing and improved functionality. In IOS XE, IOS 15.0 runs as a single daemon within a modern Linux operating system. 
Additional system functions now run as additional, separate processes in the host OS environment. The operation, support and management of IOS 
XE does not require re-training from classic IOS.

Question 77
Which three Cisco platforms are classified as core routers?
Which three Cisco platforms are classified as core routers? (Choose three.)
A. Cisco XR 12000
B. Cisco ME 3400
C. Cisco ASR 1006
D. Cisco CRS-3
E. Cisco ASR 9010
F. Cisco 3900

Correct Answer: ADE
Explanation/Reference:
Explanation: Explanation/Reference:
Both the ASR 9010 and ASR 9006 routers are designed with key capabilities to help deliver the
Real 46
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services of tomorrow. Providing increased bandwidth capabilities for network devices at economically viable prices is one of the primary criteria 
for true carrier-transport platforms.While traditional service prices continue to decline, the Cisco ASR 9000 Series helps establish a new financial 
reality by facilitating reliable and scalable video, nextgeneration mobile aggregation, and advanced Carrier Ethernet service offerings. carrier-
transport platforms.While traditional service prices continue to decline, the Cisco ASR 9000 Series helps establish a new financial reality by 
facilitating reliable and scalable video, nextgeneration mobile aggregation, and advanced Carrier Ethernet service offerings.
The Cisco® XR 12000 Series and Cisco 12000 Series routers compose a portfolio of intelligent routing solutions that scale from 2.5- to n x10 Gbps 
capacity per slot, enabling carrier-class IP/Multiprotocol Label Switching (MPLS) networks and accelerating the evolution to IP Next- Generation 
Networks. Built upon a foundation of investment protection, this portfolio delivers up to 1.28-terabits-per-second switching capacity with wire-
speed feature performance, scalability, and graceful hardware and software upgrade paths.

Question 78
Which three are common ISP access network technologies?
Which three are common ISP access network technologies? (Choose three.)
A. DSL
B. Cable modem
C. DWDM
D. MPLS
E. PON
F. MP-BGP

Correct Answer: ABE
Explanation/Reference:
Explanation: Explanation/Reference:
http://blog.ioshints.info/2010/02/passive-optical-networks.html- PON

Question 79
Which three statements about service provider network requirements are true?
Which three statements about service provider network requirements are true? (Choose three.)
Real 45
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A. Service provider networks are becoming more specialized, with providers offering only one service.
B. Service providers connect customers to the Internet.
C. Jitter and packet loss are no longer an issue.
D. Multiple access technologies are supported.
E. Customers can connect directly using copper, wireless, or fiber-optic links.

Correct Answer: BDE
Explanation/Reference:
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Explanation:

Question 80
What are the four valid address-family configuration command options in static route configuration mode?
On Cisco IOS XR software, what are the four valid address-family configuration command options in static route configuration mode? (Choose 
four.)
A. address-family ipv4 unicast
B. address-family ipv6 unicast
C. address-family ipv4 multicast
D. address-family ipv6 multicast
E. address-family vpnv4
F. address-family vpnv6

Correct Answer: ABCD
Explanation/Reference:
Explanation: Explanation/Reference:

Question 81
Which Cisco router platform should the service provider implement as the managed CE device?
A service provider needs to implement a managed CE device that supports Cisco IOS ISSU, and
Real 43
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the current CE support staff is highly trained in Cisco IOS only. Which Cisco router platform should the service provider implement as the managed 
CE device?
A. Cisco ASR1K
B. Cisco ISR-G2
C. Cisco ASR9K
D. Cisco 12000 GSR
E. Cisco 7200
F. Cisco 7600

Correct Answer: A
Explanation/Reference:
Explanation: Explanation/Reference:
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Question 82
Which Cisco platform runs the Cisco IOS XE operating system?
Which Cisco platform runs the Cisco IOS XE operating system?
A. Cisco ASR9K
B. Cisco CRS
C. Cisco 12000 GSR
D. Cisco ASR1K
E. Cisco ME 3400
F. Cisco ISR-G2

Correct Answer: D
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/prod/collateral/routers/ps9343/product_bulletin_c25-448387.html

Question 83
What is dual IOS mode on the Cisco ASR 1001 Router?
What is dual IOS mode on the Cisco ASR 1001 Router?
A. redundant IOS processes that are running on the active RP and standby RP
B. active and standby IOS processes that are running on a single RP
C. separate Cisco IOS XE and IOS XR processes that are running on a single RP
D. separate Cisco IOS XE and IOS XR processes that are running on two different RPs
E. checkpointed redundant IOS processes that are running on two different RPs in active/active mode

Correct Answer: B
Explanation/Reference:
Explanation: Explanation/Reference:
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Question 84
Which Cisco IOS access list permits HTTP traffic that is sourced from host 10.1.129.100 port 3030 and that is destined to host 192.168.1.10?
Which Cisco IOS access list permits HTTP traffic that is sourced from host 10.1.129.100 port 3030 and that is destined to host 192.168.1.10?
A. access-list 101 permit tcp any eq 3030
B. access-list 101 permit tcp 10.1.128.0 0.0.1.255 eq 3030 192.168.1.0 0.0.0.15 eq www
C. access-list 101 permit tcp 10.1.129.0 0.0.0.255 eq www 192.168.1.10 0.0.0.0 eq www
D. access-list 101 permit tcp host 192.168.1.10 eq 80 10.1.0.0 0.0.255.255 eq 3030
E. access-list 101 permit tcp 192.168.1.10 0.0.0.0 eq 80 10.1.0.0 0.0.255.255
F. access-list 101 permit ip host 10.1.129.100 eq 3030 host 192.168.1.100 eq 80

Correct Answer: B
Explanation/Reference:
Explanation:

Question 85
Which three statements about access control lists on a Cisco IOS router are true?
Which three statements about access control lists on a Cisco IOS router are true? (Choose three)
A. The more specific ACL entries should be placed at the top of the ACL.
B. The generic ACL entries should be placed at the top of the ACL, to filter general traffic and reduce noise on the network.
Real 41
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C. ACLs always search for the most specific entry before taking any filtering action.
D. Router-generated packets cannot be filtered by the interface ACLs on the router.
E. Extended ACLs should be placed as close to the destination as possible.
F. There must be at least one permit statement in an ACL, or all traffic is denied.

Correct Answer: ADF
Explanation/Reference:
Explanation:

Question 86
Which table is used by the ingress edge LSR to make forwarding decisions when an unlabeled IP packet is received?
Within an MPLS domain, which table is used by the ingress edge LSR to make forwarding decisions when an unlabeled IP packet is received?
A. FIB
B. LFIB
C. LIB
D. MP-BGP
E. VRF

Correct Answer: A
Explanation/Reference: 
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Explanation: Explanation/Reference:
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Question 87
Which segment protocol provides fast and predictable convergence (typically within 50 ms) in Layer 2 Ethernet ring topologies?
Which segment protocol provides fast and predictable convergence (typically within 50 ms) in Layer 2 Ethernet ring topologies?
A. Spanning Tree Protocol
B. Flex Links
C. Resilient Ethernet Protocol
D. Spatial Reuse Protocol
E. Resilient Packet Ring

Correct Answer: C
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/docs/switches/metro/me3400/software/release/12.2_40_se/configurat ion/guide/swrep.html
Resilient Ethernet Protocol (REP) on the Cisco ME 3400E Ethernet Access switch. REP is a Cisco proprietary protocol that provides an alternative 
to Spanning Tree Protocol (STP) to control
Real 39
Cisco 640-878 Exam network loops, handle link failures, and improve convergence time. REP controls a group of ports connected in a segment, 
ensures that the segment does not create any bridging loops, and responds to link failures within the segment. REP provides a basis for constructing 
more complex networks and supports VLAN load balancing.

Question 88
Which two protocols are most often deployed in Cisco IP NGN multiservices core networks to support services like VPNs?
Which two protocols are most often deployed in Cisco IP NGN multiservices core networks to support services like VPNs? (Choose two.)
A. MPLS
B. GRE
C. mGRE
D. SSL
E. VTI
F. multiprotocol BGP

Correct Answer: AF
Explanation/Reference:
elaborated answer.

Question 89
Which type of tunnel configuration is shown?
Refer to the partial Cisco IOS router configuration exhibit.
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Which type of tunnel configuration is shown?
A. GRE tunnel
B. manual 6in4 tunnel
C. 6to4 automatic tunnel
D. 6RD
Real 38
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E. IPv4-in-IPv6 tunnel

Correct Answer: B
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.networking-forum.com/blog/?p=24

Question 90
When configuring a new VLAN on Cisco IOS switches, which configuration parameter is required?
When configuring a new VLAN on Cisco IOS switches, which configuration parameter is required?
A. VLAN name
B. native VLAN ID
C. VLAN ID
D. VLAN map
E. VLAN MTU

Correct Answer: C
Explanation/Reference:
Explanation:

Question 91
Which statement is true?
Refer to the show command exhibit.
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Which statement is true?
A. It shows the result of the target configuration merged with the running configuration.
B. It shows the contents of the uncommitted configuration.
Real 33
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C. It shows the contents of the failed configuration.
D. It shows the contents of the running configuration.

Correct Answer: B
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/docs/ios_xr_sw/iosxr_r3.6/system_management/command/reference/ yr36conf.pdf
To display information about the current configuration session (target configuration), use the show configuration command in any configuration 
mode. show configuration [merge] [running]

Question 92
What is the default commit option?
On Cisco IOS XR software, what is the default commit option?
A. best-effort
B. psuedo-atomic
C. replace
D. force

Correct Answer: B
Explanation/Reference:
Explanation: Explanation/Reference:
Real 31
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Question 93
Which table is used by the label switch routers to make forwarding decisions when a labeled packet is received?
Within an MPLS domain, which table is used by the label switch routers to make forwarding decisions when a labeled packet is received?
A. FIB
B. RIB
C. LFIB
D. LIB
E. CEF

Correct Answer: C
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/docs/ios-xml/ios/mp_ldp/configuration/12-4m/mp-ldp-12-4m-book.pdf

Question 94
Which additional configuration is required?
Your switch network has been configured to support multiple VLANs. In order for the users on one VLAN to communicate with users on another 
VLAN, which additional configuration is required?
A. Enable a routing protocol like EIGRP on a router or on a Layer 3 capable switch
B. Enable inter-VLAN routing on a router or on a Layer 3 capable switch
C. Enable a switch virtual interface on the router, using the interface vlan global configuration command
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D. Enable a switch virtual interface on the switch, using the encapsulation dot1q
E. subinterface configuration command
Real 30
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F. Enable IP routing on a Layer 2 switch

Correct Answer: B
Explanation/Reference:
Explanation:

Question 95
On Cisco routers, the address-family configuration command in BGP configuration mode is used to enable which BGP feature?
On Cisco routers, the address-family configuration command in BGP configuration mode is used to enable which BGP feature?
A. BGP route policy
B. multiprotocol BGP
C. BGP policy accounting
D. BGP communities

Correct Answer: B
Explanation/Reference:
Explanation:

Question 96
Which two of the address-family command options in IS-IS configuration mode are valid?
On Cisco IOS XR software, which two of the address-family command options in IS-IS configuration mode are valid? (Choose two)
Real 29
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A. address-family clns
B. address-family ipv4 unicast
C. address-family ipv6 unicast
D. address-family vpnv4
E. address-family vpnv6

Correct Answer: BC
Explanation/Reference:
Explanation: Explanation/Reference:
http://www.cisco.com/en/US/docs/ios_xr_sw/iosxr_r3.8/routing/command/reference/rr38isis.pdf To enter address family configuration mode 
forconfiguring Intermediate System-to-Intermediate System (IS-IS) routing that use standard IP Version 4 (IPv4) and IP Version 6 (IPv6) address 
prefixes, use the address-family command in router configuration or interface configuration mode. To disable support for an address family, use the 
no form of this command. Address family {ipv4 | ipv6} {unicast | mulitcast} no address-family {ipv4 | ipv6} {unicast | multicast}

Question 97
Which statement is true?
Refer to the exhibit.

Which statement is true?
A. VLAN 1 traffic is sent untagged on the fa0/11 trunk port.
B. All VLANs traffic, including the native VLAN traffic, is tagged with a VLAN ID when it is sent over the fa0/11 trunk port.
C. The switchport trunk allowed vlan command is not configured; therefore, no VLANs are allowed on the trunk.
D. The encapsulation type that is used is 802.1ad.
E. The switchport trunk native vlan command is not configured; therefore, the trunk is not operational.

Correct Answer: A
Explanation/Reference:
answer is great.

Question 98
A VLAN is a logical grouping of switch ports that belong to which two of these?
A VLAN is a logical grouping of switch ports that belong to which two of these? (Choose two.)
A. the same virtual switch cluster
B. the same IP subnet
C. the same collision domain
D. the same broadcast domain
E. the same virtual routing and forwarding instance

Correct Answer: BD
Explanation/Reference:
answer is true.

Question 99
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Which set of commands enables OSPF area 0 on the Gi0/0/0/0 interface that has an IPv4 IP address of 192.168.1.1/24?
On Cisco IOS XR software, which set of commands enables OSPF area 0 on the Gi0/0/0/0 interface that has an IPv4 IP address of 192.168.1.1/24?
A. router ospf 1
network 192.168.1.1 0.0.0.0 area 0
B. router ospf 1
network 192.168.1.1 255.255.255.255 area 0
C. router ospf 1
area 0
interface gi0/0/0/0
D. router ospfv3 1
network 192.168.1.1 0.0.0.0 area 0
E. router ospfv3 1
network 192.168.1.1 255.255.255.255 area 0
F. router ospfv3 1
area 0
network 192.168.1.0
G. router ospfv3 1
area 0
interface gi0/0/0/0

Correct Answer: C
Explanation/Reference:
proper answer.

Question 100
Which single configuration change can you make in router ospf configuration mode so that the Fast Ethernet interfaces have a higher OSPF cost 
than the Gigabit Ethernet interfaces?
You are enabling OSPF on a router and notice that all the Fast Ethernet and the Gigabit Ethernet interfaces have the same OSPF cost of 1. Which 
single configuration change can you make in router ospf configuration mode so that the Fast Ethernet interfaces have a higher OSPF cost than the 
Gigabit Ethernet interfaces?
A. Change the OSPF interface cost globally.
B. Change the OSPF default metric.
Real 14
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C. Change the OSPF auto-cost reference bandwidth.
D. Change the OSPF administrative distance.
E. Change the OSPF metric type from E2 to E1.

Correct Answer: C
Explanation/Reference:
Explanation: Explanation/Reference:
http://ccietobe.blogspot.com/2008/06/ospf-auto-cost-reference-bandwidth_02.html

Question 101
Which type of switch port?
On the Cisco ME 3400 switch, spanning tree is enabled by default on which type of switch port?
A. UNI
B. ENI
C. NNI
Real 8
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D. ENI and NNI
E. UNI, ENI, and NNI

Correct Answer: C
Explanation/Reference:
Explanation:
http://www.cisco.com/en/US/docs/switches/metro/me3400/software/release/12.2_25_seg_seg1/co nfiguration/guide/swstpopt.html#wp1002608

Question 102
Which spanning-tree mode can be used to map several VLANs to a single spanning-tree instance?
Which spanning-tree mode can be used to map several VLANs to a single spanning-tree instance?
A. MST
B. PVST+
C. PVRST+
D. RSTP

Correct Answer: A
Explanation/Reference:
answer is efficient
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